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1 Supporting documents

NOTICE

Read through the installation and operating instructions before installing or working with the product.

The installation and operating instructions contain important notes for your personal safety. They must be read
and understood by all persons who work with or handle the product during any phase of the product lifetime.

The documents listed below are available for download on our website www.zimmer-group.com.

Installation and operating instructions

¢ Catalogs, drawings, CAD data, performance data
¢ Information on accessories

¢ Technical data sheets

e General Terms and Conditions, including warranty information.
= Only those documents currently available on the website are valid.

In these installation and operating instructions, "product" refers to the product designation on the title page!

Y

.1 Notices and graphics in the installation and operating instructions

This notice warns of an imminent danger to the life and health of people. Ignoring these notices can lead to
serious injury or even death.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

This notice warns of a situation that is potentially hazardous to personal health. Ignoring these notices can cause
serious injury or damage to health.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

CAUTION

This notice warns of a situation that is potentially hazardous for people or that may result in material or environ-
mental damage. Ignoring these notices may result in slight, temporary injuries or damage to the product or to the
environment.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

NOTICE
General notices contain usage tips and valuable information, but no warnings of dangers to health.

INFORMATION

This category contains useful tips for handling the product efficiently. Failure to observe these tips will not result
in damage to the product. This information does not include any information relevant to health or workplace
safety.

IN
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2 Proper use

NOTICE

The product is only to be used in its original state with its original accessories, with no unauthorized changes and
within the stipulated parameter limits and operating conditions.

Any other or secondary use is deemed improper.
» Operate the product only in compliance with the associated installation and operating instructions.

» Operate the product only when it is in a technical condition that corresponds to the guaranteed parameters
and operating conditions.

= Zimmer GmbH shall accept no liability for any damage caused by improper use. The operator bears sole
responsibility.

The product is intended for installation and operation on the robot control panel 3PE of the OEM robot control system.

3 Personnel qualification

Installation, commissioning and maintenance may only be performed by trained specialists. These persons must have read
and understood the installation and operating instructions in full.
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4 Product description

The MATCH Comfort App enables you to control digital IO grippers connected at the tool connection using predefined
program nodes. It also gives you the option of manual operation and teaching the workpiece position.

The image shows a simplified view of the structure of the overall system. All parts for the electrical connection of a gripper
with the robot are included or are available from Zimmer GmbH as optional accessories.

PolyScope

Z[um]

]
UNIVERSAL ROBOTS

MATCH Comfort App

DIO/Analog Do ILNNNNN] @

i (T

Robot control system

5 Functional description

The MATCH Comfort App is used on the robot control panel to control grippers.

Depending on the configuration and the connection used, various robot jobs are available for interacting between robot
inputs and robot outputs with the gripper.

The names of the dynamically generated robot jobs remain unchanged. The basic program does not have to be modified
for configuration changes or redistribution of the robot inputs and robot outputs.

6 Accessories/scope of delivery

INFORMATION

If any accessories not sold or authorized by Zimmer GmbH are used, the function of the product cannot be
guaranteed. Zimmer GmbH accessories are specifically tailored to the individual products.

» For optional accessories and those included in the scope of delivery, refer to our website.

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R +49 7844 9138 0 * www.zimmer-group.com
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7 Installation
7.1 Installing the MATCH Comfort App

The MATCH Comfort App is installed to the robot control panel to enable direct control of the grippers.

» Download the zimmerDigital-urcap file in the UR_Comfort_App folder via the reference link listed in the digitalZ
document or via the QR code.

Copy the zimmerDigital-urcap file to a USB memory stick.

Make sure that the robot control panel is already connected to the robot control system.

Switch off the voltage supply on the robot tool I/O via the emergency stop button.

Plug the USB memory stick with the installation files for the MATCH Comfort App into the robot control panel.

Press the = button in the header.

VVYy VVYVYY

Press Settings.

? Help

i About

0 Shutdown Robot

» In the menu, press System.

» In the System menu item, press URCaps.

» Press the + Button. Active URCaps Inactive URCaps

System
Backup

URCaps

Robot
Registration

Remote URCap Information
Control

Network

Update

» Navigate to the file zimmerDigital-urcap.
» Select the file Z_UR_ComfortApp_X.X.X.

» Press the Open button. B Xx0E@E & @
b raee ot e
f
B Z_UR_ComfortApp_1.3.0
Filename: Filter:
zimmerDigital-1.1.3.urcap URCap Files - ‘
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» Press the Restart button to activate the
firmware.

= The robot control panel performs a restart.

» After the restart, check whether the MATCH
Comfort App has been installed correctly.

= The MATCH Comfort App has been
installed correctly if the green checkmark is
displayed in the Active URCaps area.

8 Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 + www.zimmer-group.com

Inactive URCaps
=) Remote TCP & Toolpath

Z_Gripper_C
> Password O 2 Grpper_

System
Backup

URCaps

Robot
Registration

Remote URCap Information

Control 'URCap name: Z_Gripper_C
Version: 1.1.3
Developer: Zimmer Group
Contact Info: Im Salmenkopf 5, 77866 Rheinau, Germany
Update Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap
Copyright: Copyright (C) 2019-2020 Zimmer Group. All Rights Reserved
License:
Example:
Copyright (c) ,
AllTights reserved.

Network

Redistribution and use in source and binarv forms. with or without

I -]

The changes require a restart to take effect. | | ~

O Power off

Inactive URCaps
=) Remote TCP

Z_Gripper_C

System
Backup
URCaps
Robot
Registration
Fe— URCap Information
Control URCap name: Z_Gripper_C
Version: 1.1.3
Network Developer: Zimmer Group
Contact Info: Im Salmenkopt 5, 77866 Rheinau, Germany
Update Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap
Copyright: Copyright (C) 2010-2020 Zimmer Group. All Rights Reserved
License:
Example:
Copyright (c) ,

Allrights reserved.

Redistribution and use in source and binarv forms. with or without.

I -]

simuiation (]

~

Restart

Simulation (]
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Commissioning

Press Installation in the menu bar.

TCP

Select how the Tool I/O interface is controlled. If a URCap controls the interface, user defined options will be overridden

8
>
» In the General menu, press Tool I/0.
>

In the Controlled by drop-down menu, select Payload
; ounting | Controlied b
the User option. P e
. . . O ECED Analog Inputs - Communication Interface Digital Output Mode
» Activate the Analog Inputs option field. Tool 110
Variabies @ Analog Inpts Tool Digital Output mode is defined based on the tool attached
» Select Voltage in the drop-down menu. S :ZE ilﬁZ L2 — -
> Activate the Analog Inputs option field. e S o ckge o 20 ey e st s
» Select Sinking (PNP) in the drop-down e e ool Commuicatn rerece s commricton
: Corvey i the too EROUL eternal S
menu for all Match grippers. — . St
. ., . re i @ standard Output
» Select Sinking (NPN) in the drop-down e Digea Outpu 0
menu for the HRC series. RX Idlle Chars 15 Pigital Output 1
. . > URCaps TX Idle Chars 3.
= Settings can only be made viathe MATCH ~ EASEEEES
Comfort App.

» Install the gripper to the robot. © | 000 @
» Switch the robot on.

8.1 Creating a gripper configuration

» Press Installation in the menu bar.

» In the URCaps menu, press Zimmer.

Zimmer GmbH ¢ Im Salmenkopf 5 ¢ Q@ 77866 Rheinau, Germany R. +49 784491380 » Www.zimmer-group.com 9
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8.1.1 Selecting the gripping direction

Outside gripping

» Select the gripping direction.

10

Inside gripping

Lm stallati

i
Select the gripping direction. ZIMMER
e

Zimmer

O Normal E s ———— simuation ()
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8.1.2 Manual control

NOTICE

The prerequisite for the function test is that the wiring between the robot and SCM is present and that the robot,
SCM and gripper are switched on.

You can test and operate the function of the gripper and view its status in the lower area of the screen.

» Press the Grip button to set the voltage for 2 P Q
gripping the workpiece. Zimmer

P Press the Release button to set the voltage Tool Gripper: Manual control Z|MMER

for releasing the workpiece. Qroup
.
» Move the bar to the desired value to set the Ay
Voltage in V Grip Release
» Press the - and + buttons to set the
tolerance.
> Press the Set Workpiece button to save the Storea workpiece 1 ot set toerances [ = | s030v
settings.
@ IsClosed @ IsReleased @ 1sGripped @ OnUndefinedPos

ONormaI { . ° 0 O simuation ()

» Click the next button.

8.1.3 Saving the gripper configuration

NOTICE

The settings are temporary.
» Save the settings to the installation file.

v

In the prompt, press the Save All or Save
Installation As button.

Zimmer

= The gripper configuration has been stored. i
9ripp 9 Save Installation. ZIMMOErOURp
. Fieldbus =
» In the prompt, click the Ok button. _
= The gripper configuration is complete. Zmmer
= The funCtIon b|OCkS/SprrogramS The gripper is configured temporary. u ,!;; ? E
have been created and are available for I ne matatation e, " Gowen

programming. " Please press the "Save...” and

"Save Installation As...", to save
the current gripper configuration into
the Installation file.

E Save Program As...

2 save installation As...

Zimmer GmbH ¢ Im Salmenkopf 5 « @ 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com 1
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8.2 URCaps

Program nodes can be set in the URCaps menu item.
» Press Program in the menu bar.

» In the URCaps menu, press Zimmer.

8.2.1 URCaps Zimmer

» In the Command drop-down menu, select
the robot job that you want to define for the
gripper.

Variables
> Advanced
1 v Robot Program Zimmer
> Templates 2 = Z_Grip: Tool Gripper
/ URCaps 0]
e ZIMMER
Qroup
Gripper
Command Z_Grip ~ @
Z_Grip
I I Z_Release
- 5.0 sec
Z_IsOnTeachPos
Z_IsClosed
Z_IsOpened

Z_IsOnUndefPos

495 XEBHEm

» Activate the desired checkboxes.

> Basic

> Advanced

1 v Robot Program
> Templates 2
\/ URCaps 3

Variables

= Z_Grip: Tool Gripper Zimmer

= Z_Release: Tool Gripper

ZiIMMER

pneumagiQ K

Air blow-off Qroup
pneumagiQ )

Grippers Gripper 7]
Zimmer Command [z_Release ~][@]

[ Block program unti gripper is opened

[ Enable timeot for wait loops (1..20 seconds) 5.0 sec

o Z_Release: activates Robot Output(s) to release command,
options:

» "Block program until gripper is on teach position”, if active, the robot
program stays in this node until the gripper has reached the released
position (i.e. it adds command Z_sOpened).

» "Enable timeout for wait loops". f active, allows continue of the robot:
program execuition with a popup message if command is not finished in
time.

» "Set Motoron", if active, it checks the Motoron feedback before the node
command and tums the servo motor on if needed, then waits for
corresponding feedback.

RIS XKPHTEZ

12
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9 Operation
9.1 Control principle of the gripper

» Grip (Z_Grip) or release (Z_Release) the workpiece.
» Check the position of the gripper jaw (Z_IsOnTeachPos, Z_IsOpened, Z_IsClosed or Z_IsOnUndefPos).

9.2 Overview of generated robot jobs

After successful configuration of the grippers using the HMI software ZG_IO_LINK_HMI, robot jobs for various functions are
generated in the robot control panel. The robot jobs can be called up from user jobs. The following robot jobs can be
created using the MATCH Comfort App.

Not all robot jobs are generated after successful configuration of the grippers. The job is created only if the corresponding
command or status is wired and used by the equipped gripper(s).

N
©
=
©
—_
-

bCmdFail

Z_Release1
Z_Release?

Z_IsOpened1
Z_IsOpened?2

Z_|IsClosed1
Z_|IsClosed?2

Z_IsOnTeachPos1
Z_IsOnTeachPos?2

Z_1sOnUndefPos1
Z_1sOnUndefPos2

Zimmer GmbH ¢ Im Salmenkopf 5 ¢ Q 77866 Rheinau, Germany ° V. +49 784491380 « Www.zimmer-group.com
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: Address gripper 1

2: Address gripper 2

: Address gripper 1

: Address gripper 2

: Address gripper 1

: Address gripper 2

: Address gripper 1

: Address gripper 2

: Address gripper 1

- Address gripper 2

: Address gripper 1

: Address gripper 2

= TRUE, if command fails
= FALSE, if command was successful

bCmdFail
= TRUE, if command fails
= FALSE, if command was successful

bOpened
= TRUE, if gripper is open
= FALSE, if gripper is closed

bCmdFail
= TRUE, if command fails
= FALSE, if command was successful

bClosed
= TRUE, if gripper is open
= FALSE, if gripper is closed

bCmdFail
= TRUE, if command fails
= FALSE, if command was successful

blsOnTeachPos

= TRUE, if gripper is set to TeachPo-
sition

= FALSE, if gripper is not set to
TeachPosition

bCmdFail
= TRUE, if command fails
= FALSE, if command was successful

bUndefPos

= TRUE, if gripper is set to Undefined-
Position

= FALSE, if gripper is not set to
UndefinedPosition

bCmdFail
= TRUE, if command fails
= FALSE, if command was successful

Gripping

Release

Outputs TRUE if the
gripper is open.

Outputs TRUE if the
gripper is closed.

Outputs TRUE if the
gripper is set to Teach-
Position .

Outputs TRUE if the
gripper is set to OnUnde-
finedPos .

13
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10 Uninstalling the MATCH Comfort app

P> Press the = button in the header.

» Press Settings.
» In the menu, press System. PRI Active URCaps Inactive URCaps
p y (V] Z,Gr\pper; Remote TCPp
» In the System menu item, press URCaps. e
’ v/ System
. System
» In the Active URCaps area, press Z_ Backup
Gripper_C. :“::’
Registration
» Press the - Button. Remote URCap Information
Control 'URCap name: Z_Gripper_C ~

Version: 1.1.
Developer: Zimmer Group
Contact Info: Im Salmenkopf 5, 77866 Rheinau, German;

Network

4

Uninstallation is complete.

Update Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap
Copyright: Copyright (C) 2018-2020 Zimmer Group. All Rights Reserved
H Lid 3
» Press the Restart button to activate the B
. Copyright (c) ,
f| rmware. All rights reserved. .

Redistribution and use in source and binarv forms. with or without

= The robot control panel performs a restart. - Restart

simulation (]

11 Error diagnosis

INFORMATION
» More information can be found in the installation and operating instructions of the gripper.
» Please contact Zimmer Customer Service if you have any questions.
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